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VERSATILE CASE OPENER FOR BEZELS AND 

PRESS-ON CASE-BACKS 
Efficient, safe, quick and no need for adjustment 

 

 

 
THIS CASE OPENER WAS DESIGNED TO MAKE OPENING CASE-BACKS QUICK AND EASY FOR BATTERY 

CHANGES, AND TO EXTRACT BEZELS WITHOUT THE NEED FOR ANY ADJUSTMENT.  

Equipped with two steel blades to cover all watch diameters, the case opener is one of the most versatile 

tools on the market. The blade can be changed in a few seconds. The height can be adjusted by compressing 

the foam on which the watch is positioned. 

The blade is pressed onto the watch via a pitch screw.  

Unlike the case opener blade, there is no danger of injury using this device.  

Thanks to its four feet, there is no need to remove the bracelet to open the watch.  

 

   

 

   

 

 

 
 

  
 
 
 
 
 
 
 
        
 
 
 
 
 
 
 
 
  

 

Technical specifications: 

• A blade holder and two mounted blades 

- Blade for small diameter 

- Blade for large diameter 

 

• Specific blades (Customizable on request)  

 

 

 

 

 

 

 

 

Size:  
65 x 80 x 175 mm 

 

Weight:  
340 grams 

 

References:  

E310000 
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VERSATILE CASE OPENER FOR BEZELS AND 

PRESS-ON CASE-BACKS 
Product details 

 

 
RECOMMENDATIONS: 

 

Select the right blade for your diameter. 

 

Position the watch on the foam, orienting the crown 

into the notch provided. 

 

Whatever the direction of the watch, hold it with one 

hand. 

 

Present the blade while screwing in the handle with 

your other hand, so as to gradually introduce the 

blade at the desired point.  

 

Press on the watch simultaneously to adjust the 

height, and screw in the handle to engage the blade. 

 

For a better view, you can move the tool closer to 

your eyes. 

 

You may need to apply a rotation movement to the 

watch to facilitate opening. In this case, place the 

tool on the table to ensure stability. 

 

 

 

 

 

 

 

 

 

 

 After fully opening the lower vice, place the case 

middle Ces brucelles haut de gamme doivent être 

utilisées avec précaution. Les embouts synthétiques 

restent fragiles et peuvent casser en cas de chute par 

exemple. 

 

L’alignement des deux pointes peut être corrigé à 

tout moment car il y a un jeu angulaire dans les 

embouts. Il suffit de dévisser légèrement les quatre 

vis fendues, de réaliser le réglage, et de resserrer les 

vis. Attention à ne pas exercer un couple trop 

important.  

 

Les embouts peuvent être nettoyés en essuyant 

rapidement un chiffon alcoolisé. 

Ne jamais tremper les embouts dans un liquide. 

 

Choisir parmi nos trois géométries d’embout par 

REPLACING THE BLADES 

 

To replace the blades, use a 2.5 mm Allen key   
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VERSATILE CASE OPENER FOR BEZELS AND 

PRESS-ON CASE-BACKS 
Accessories 

 

 Products References 

 

 

Ø38 mm blade 

 

 

E310005-38 

 

 

 

Ø48 mm blade 

 

 

E310006-48 
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