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EXTRACTOR FOR FIXED BEZELS AND DRIVE-

ON CASE-BACKS 
No metal contact on the case middle. 

 

 

 

THIS EXTRACTOR IS USEFUL WHEN YOU WANT TO ELIMINATE ANY RISK OF SCRATCHING HIGH-END 

WATCH HEADS.  

With its robust design, the extractor makes driving-off operations effortless and completely safe. The 

detachment direction is axial, and so prevents causing any deformation of the bezel or case-back. 

The versatile jaws, made from synthetic material, can most watch heads, thanks to two shapes in various 

sizes. 

The blades, also made from plastic, are ideal to prevent scratching your components. 

For particular cases, we offer custom blades and jaws made from various materials. 

   

 

   

 

 

 
 

  
 
 
 
 
 
 
 
        
 
 
 
 
 
 
 
 
  

 

Technical specifications: 

• 1 set of blades made from synthetic material 

• 1 set of jaws made from synthetic material 

 

 

 

 

 

 

 

 

Size:  
135 x 135 x 235 mm 

 

Weight:  
3.4 kg 

 

References:  

E311100 
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EXTRACTOR FOR FIXED BEZELS AND DRIVE-

ON CASE-BACKS 
Product details 

 

 

RECOMMENDATIONS: 

 

Choose the lower side of the vice jaws according to 

the size of the case middle horns. The jaws are 

reversible, and are clipped into the jaw holder.  They 

are easy to turn over. 

Place the watch on the lower vice, and close it firmly 

using the side knurled buttons. 

Fully open the upper vice. 

Lower the blades using the upper handle, 

positioning them just below the bezel or case-back. 

As the lower vice is rotary, you can orient it to select 

an easier access position.  

Clamp the blades using the knurled buttons. 

Depending on the geometry of your parts, this may 

start or even finish the extraction. 

Screw in the upper handle to drive off the bezel or 

case-back. 

A spring-mounted support in the middle of the 

watch helps keep the assembly supported during 

extraction.   

 

 

 

 

 

 

 

 

 After fully opening the lower vice, place the case 

middle Ces brucelles haut de gamme doivent être 

utilisées avec précaution. Les embouts synthétiques 

restent fragiles et peuvent casser en cas de chute par 

exemple. 

 

L’alignement des deux pointes peut être corrigé à 

tout moment car il y a un jeu angulaire dans les 

embouts. Il suffit de dévisser légèrement les quatre 

vis fendues, de réaliser le réglage, et de resserrer les 

vis. Attention à ne pas exercer un couple trop 

important.  

 

Les embouts peuvent être nettoyés en essuyant 

rapidement un chiffon alcoolisé. 

Ne jamais tremper les embouts dans un liquide. 

 

Choisir parmi nos trois géométries d’embout par 

rapport à votre application.  

Les géométries fines et plates sont plus fragiles de 

REPLACING THE JAWS AND BLADES 

 

Both the lower jaws or upper blades can simply be 

unclipped by hand.   
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EXTRACTOR FOR FIXED BEZELS AND DRIVE-

ON CASE-BACKS 
Accessories 

 

 Products References 

 

 

Set of 2 blades made from synthetic 

material  

 

 

E311104-L 

 

 

 

Set of 2 vice jaws made from 

synthetic material 

 

 

E311108-M 
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